6'-7' MAXIMUM DEPTH FOR ALL RESIDENTAIL
STUBS. WHERE CONFLICTS BETWEEN WATERMAIN
(OR WATER SERVICES)> AND SANITARY
SERVICES EXIST, INSTALL TO PROPER

DEPTH TO AVOID CONFLICT. IN THE EVENT

OF CONFLICTS, REFER TO “77 ILL. ADMIN,
CODE PART 890, ILLINOIS PLUMBING CODE’,
LATEST EDITION.

45° BEND WITH FACTORY
MADE PLUG AT PROPERTY
LINE

% MAXIMIUM
R 1 SLOPE Cor 45 DEGREES)

§</\
‘ 6 OF CA-7 CLASS 1-A STONE REQUIRED

UNDER PIPE.

CRUSHED STONE OR CRUSHED
GRAVEL, CA-7 CLASS 1A. 12*
MIN. OVER PIPE, 6” MIN. REQUIRED BUILDING SEWER SIZE TO BE
UNDER PIPE, CALLED FOR ON PLANS. USE
“INSERTA TEE” (BRAND

FITTING> ON EXISTING MAIN.

NOTE

FOR SERVICE PIPE MATERIAL SEE
SPECIFICATIONS ON PLANS. 6'-7'

MAX. DEPTH FOR ALL RESIDENTIAL
STUBS.

GREATER THAN 45 ° CONNECTION TO MAIN NOT ALLOWED

RISER CONNECTION FOR SERVICE LATERAL
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